C(-ECG GROUP

LIGHTING LIVES SINCE 1969

Rajdhani Cable Single Core unsheathed flexible bright Electrolytic annealed multi strand bare copper

conductor, PVC Insulated Industrial Cables for working voltages upto and including 1100 Volts,
as per IS 694: 2010

Size (Sq.mm) Configuration Rate Per 90 Mtr FR/HR-FR-  Rate Per 180 Mtr FR/HR-
LF PVC INSULATION  FR-LF PVC INSULATION
0.50 16/0.2 1472 3200
0.75 24/0.2 2080 4490
1.0 32/0.2 2668 5868
1.5 30/0.25 3886 8632
2.5 50/0.25 6468 14248
4.0 56/0.3 10100 22100
6.0 84/0.3 15000 33100
10.0 140/0.3 29070 )
16.0 224/0.3 44640 i

Rate Per 100 meter

25.0 196/0.4 76000 )
35.0 276/0.4 106000 )
50.0 396/0.4 152000 ]
70.0 360/0.5 212000 )
95.0 475/0.5 285000 )
120.0 608/0.5 367000 )

Terms & Conditions.

Prices are in Indian Rupee. (Taxes extra) E
St [m]

1. Disputes, if any are subject to Kolkata Jurisdiction only.
II.  The Price List supersedes all our previous Price Lists.

TI. Prices are subject to change without prior notice. E

IV.  Goods are despatched by us on Purchasers risk, Effective from 21/05/2026
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